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strophe hazard. Any such risk would need a detailed survey by
a qualified engineer with special knowledge of the legislation
under which such undertakings are permitted to operate. The
method of working, usually the rack and pinion system, should
be ascertained and particular enquiry made as to the observance
of regulations regarding upkeep of the track and rolling-stock
with particular reference to the compliance with those dealing
with brakes.
Premiums may be calculated on the basis of either the number
of passengers carried or the passenger receipts during the year.
PHOTOGRAPHERS
There is little to distinguish a photographer's retail premises
from those of other shops, from the third party point of view,
except that carelessness in the use of arc lamps may result in
claims. Often, however, work is undertaken away from the
insured's own premises, and this is particularly so with com-
mercial photographers. It follows, therefore, that rates must be
determined by the classes of premises likely to be visited.
PLASTERERS
Plastering work is in many instances undertaken by builders,
but plastering is often a separate trade. The work undertaken
by a plastering firm frequently includes the plastering of private
houses, as with the builder, but more often extends to larger
contracts, such as those concerned with the interiors of theatres,
cinemas, and halls.
The plasterer's employees always work on contract alongside
the employees of other contractors, all of whom are in the posi-
tion of third parties so far as the plastering firm is concerned.
Moreover, much of this work necessitates the use of scaffolding
and involves the hazard of dropping materials from heights on
to those working below. Higher rates than normal are charged
for plasterers who undertake contracts of this kind.
PLASTICS
This is a comparatively new type of risk and while the goods
manufactured vary within wide limits there is always a fire and
explosion hazard to be considered. The size of the articles and
the number of power presses are a guide to the extent of the
factory, but not necessarily to the public liability risk since the
public do not normally have access to those parts of the pre-
mises where the moulding is done, except in conducted parties.

